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V25E FEATURES: Improved conical filter made of the best filter material in the industry — thermally bonded PTFE
membrane with ALU coating for excellent dust release; hydrophobic; antistatic; new seals; Additional 3rd valve for dust
release before and after filter cleaning without stopping the vacuum. Motors have separate valves and work independently
from each other, so vacuum continues to work even if one motor is down. Easy access to the HEPA filter. Completely

metal construction with innovative design, smaller and lighter body for easier transportation. Option to attach 6.5” air duct.
New, easier to mount Longopac attachment. Adjustable hood clamps.

Lavina V25EU

Tarkeimmat tiedot

Teho 3300W
Paino 95kg
[Imavirta 5283m3/h



Tekniset tiedot

Valiotsikko
Moottorityyppi
Jannite

Ottovirta
Liitantajohto
Moottorin teho

Karkeasuodatin

Suodattimen
pinta-ala

Suod. Puhdistus
Hepa pinta-ala
lImavirta

Alipaine
Longopac

Letku

Letku imukahvalle

Mitat

V20EU
2*Ohivirtaus
\Y 230
A 13
16A
W 2400
Kartiomainen
m2 3
Manuaalinen
m2 2
m3/h 357
bar 0,25
Kylla
mm/m 50/7,5
mm/m
cm  83*59*139
Team

V25EU
3*Ohivirtaus
230

15

16A

3300

Kartiomainen
4

Manuaalinen
2

523

0,24

Kylla

63 /10

50/ 6,6

93*59*160
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V32EU
Turbiini
400
16,9
32A
7500

Kartiomainen

Manuaalinen/automaattinen*

760
0,28
Kylla
75/ 10
50/ 6,6

130*80*175
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